Forschungsinstitut filr Wirmeschutz e.V. Miinchen
Notified body No.0751

CERTIFICATE OF CONSTANCY OF
PERFORMANCE

No.: 0751-CPR-146.0-01

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of
09 March 2011 (the Construction Products Regulation or CPR), this certificate applies to
the construction product

-Knhauf Insulation mineral wool products

Thermal insulation products for b /uildlngs
Factory made mneral wool products (MW) according EN 13162:2012 + A1.2015
« (details see annex A for standard building products with conventional binder,
annex B for OEM products with gonventional binder)

produced by ejfr for
Knauf Insulati,.é:n S.I.0.

Zeleznigny rad 24, 986 01/Nova Bafia, Slovakia
and produced in the manl\ufacturing plant(s)

Knauf Insulatibn s.r.o.
986 01 Nova Bana Slovakia

This certifi cate attests that all provisions concerning the assessment and verification of constancy
of performance and the performances described in AnnexZA of the standards(s)

'y "EN 13162:2012+A1 .2015
under System 1 are ‘spphed and that °
the products fulfit all the prescribed requirements set out above.

This certificate was first issued on 28 February 2017 will be annually confirmed after successful
audit and will remain valid as long as the test methods and/or factory production control
requirements included in the harmonised standard, used to assess the performance of the
declared characteristics, do not change, and the product, and the manufacturing conditions in the
plant are not modified significantly, but not longer tha

Gréafelfing, 28 February 2017 5. Dipl.-Ing. (FH) Wolfgang Albrecht

A publication of extracis or a refeaing to the Cerifficate of Constancy of Performance and its nnex requires the prior writien approve. of FIW
Milnchen

Forschungsinstitut flir Warmeschutz e. V. hinchen Telephone: +49 89 858000 - Telefax: +49 89 8580040

Lochhamer Schlag 4 - 82166 Gréfelfing - Germany E-mail: info@fiw-muenchen.de - Website: www fiw-muenchan.de



Forschungsinstitut fiir Warmeschutz e.V. Miinchen
Notified body No.0751

ANNEX TO CERTIFICATE OF
CONSTANCY OF PERFORMANCE

No.: 0751-CPR-146.0-01 Annex A Line 1

Factory: Knauf Insulation s.r.o., 986 01 Nova Bafia, Slovakia

Construction product(s): Factory made mineral wool products {MW) according
EN 13162:2012 + A1:2015 with conventional binder

Intended use: Thermal insulation products for buildings
Level(s) or class{es) For uses subject to regulations of reaction to fire A1, A2, B, C.
Reaction to fire: Products for which a clearly identifiable stage in the preduction process

resuits in the reaction to fire classification

A

Attestation of conforrrLity- S’Yéfemf 1

Table 1: Descriptign/of the products - Line 1 standard building prod/uété -

No. ; Product A f Classification
4 ‘
Name Description | Thickness | Reaction |  Facing Density | Lossof Thickness
" Range to Fire " | Range | Ignition Range
b e Class J '
i [mm] fka/m?} [mass%] [mm]
1 |ppP3, Board 30-200 At | (dor(1)(3)| 30-1552 <359 any @
2 |DP-4 Board 30-130 Al [ (or(1)(3) | 301552 | =359 any 2
3 |DP5 : | Boad 30-140 At | (or(1)43) | 30-1559 <359 any @)
4 |DP6 Board 30-140 Al [ (or(1.3) | 301559 £352) any
5 [pP7 - " Board 20-150 AT ()or(d)@3) | 30-1559 <352 any @
6 |DP-8 k. Board 20-240 Al [()or(1)(3)| 301559 | =<35@ any @
7 |pP-9 ~_ | Boad | 30-140 A1 I (or(1)3] 30-155@ €359 any 2
8 [DP-10 1+ Board 15-140 Al | (-)or(1)(3) | “30-155 £3589 any 2
g |TW Board. | 40-160 Al () 30-155 .| <35 any
10 |WP Board 30-220 At {-) 30-155 235 any
11 (AP Board 20-60 At | (or(1)(3)| 30-1552 £352 any @
12 [KP Board 30-240 A1 ) 30-155 £35 any
13 |[KP/HB Board 50-240 Al (-} 30-155 =35 any
| 14 [KP 035 Board 30-200 A1 ) 30-156 <35 any
15 |KP/HB 035 Board 30-200 A1 {-) 30-155 =35 any
16 |FPL Board 30-200 Al (Jor(1)(3)| 301559 £359 any 2
17 |FP Board 30-220 Al | (or(1)3) | 30-1559 <359 any @
18 IFPS Board 30-220 | A1 | (9or(1)(3)| 30-1552 £3589 any 2
() no faclng/coating (classification report no. PK-13-050) (12} silicate sprayed surface (one-sided) (classification report no. FIRES-CR-
(1) glass fleece black {GVB) with resin (classification report no. FIRES-CR- 034-12-AUPE)
088-15-AUPE); Glass fleece black (GVB) with glue (PCS = 0,8 MJ/m?) (13) silicate sprayed surface (double-sided) (classification report no. FIRES-
(classification report no. FIRES-CR-080-15-AUPE) CR-034-12-AUPE}

(3} glass fleece white (GVN) with resin (ciassification report no. FIRES-CR-
088-16-AUPE, FIRES-CR-02-15-AUPE); Glass fleece white (GVN) with
giue {PCS s 0,8 MJ/m?) (classification report no. FIRES-CR-091-15-AUPE)

a) field of application for products with facing/coating and A1 classification,
see table 2

A publication of extracts or a referring o the Certificate of Constancy of Performance and its annex requires the orior written approval of FIvW
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Forschungsinstitut fiir Warmeschutz e.V. Miinchen

Notified body No. 0751

Tabkla 1 — Line 1 standard building products (continued):

No. ; Product Classification
| Name | Description| Thickness | Reaction| Facing | Density | Loss of |Thickness
‘» i Range to Fire Range | Igniton | Range
| Class :

‘ frmm] fkg/m3] | [mass%]i [mm]
19 |FPL-035 Board | 30-240 Al I(-)or(1),(3)[30-155%| =359 | any®
20 |ADN Board 20-245 | A1 {-) 30-155 <35 any

21 |ADE : Board | 40-100 | A1 (1.(3) B a} 2)
22 |DPF-30 Board | 40-140 At ) 30-155 | <35 any
23 |DPF-40 Board | 40-240 A1 ) 30-155 | 3.5 any
24 |DPF-50 Board | 20-200 A1 ¢) 30-155 | =3.5 any
25 |DPF-100 Board | 30-140 A1 () 30-155 | s3.5 any
26 PTP i Board | 50-220 Af ) 30-155 | <35 any
27 PTP-LP 5 Board 20 A1 () -1730155 | =35 any
28 |PTP-LP Board 30-40 A1 A9 30155 | s35 any
28 IMPN A Board 40-245 A1 | 30-155 | <35 any
36 [MPE Board | 30-245 AT | ) |30-155 | =35 any
31 |MPS / Board | 30-245 A1 () 30-155 | <35 any
32 FRN ' Board | 40-245 A1 ) 30-155 | <3.5 any

33 [FRK Board 50-180 | /A1 {1)(3) a) 2) a}
34 |FRE | Board | 30200 | |Af () (30155 | =35 any
35 IFRE-P | Board | 30-200 | | A1 ¢ 30-155 | <35 any

38 [FRV ! Bl Board | 30-200 | |Af Mm@ | 3. | 3 2
37 [FKDN | . Board 40-245 ‘At L (4) 30-155 | =3.5 any
ag FKON T“?f‘"a" ERARTwall N, | Board | 40245 ;\1 ©) | 3055 | <35 | any
39 |OUT-Therm" | Board | 40-245 At () | 30-185 | =35 any
40 FKDNCt1 Board 40-245 A1 (12) 30-155 | <35 any
41 [SMARTwall N C1,FB N C1 Board | 40-245 Al [ ~(12) | 30155 | s35 any
42 |OUT-Therm C1 - Board | 40-245 A1 (12) | 30155 | <35 any
43 |[FKDNC2 Board | 40-245 A1 (13) | 30-155.] <35 any
44 |SMARTwall N C2, FB N C2 Board | 40-245 A1 (13) | 30-155 | s35 any
45 |OUT-Therm C2 Board | 40-245 A1 (13) | 30-185 | <3.5 any
. 46 |FKD RS C1 Board 20-40 A1 (12) | 30-155 | <35 any
47 [FKDRS C2 Board 20-40 A1 (13) | 30-155 | =35 any
48 [FKDRS Board 20-40 At -} 30-155 | <35 any
49 |FKD Board | 40-245 A1 () 30-155 | =35 any

(-) no facing/coating (classification report no. PK-13-050)
(1) glass fieece black (GVB} with resin (classification report no. FIRES-CR- 034-12-AUPE)

088-15-AUPE); Glzss fleece black (GVB) with glue (PCS < 0,6 MJ/m?)
(classificaticn report no. FIRES-CR-090-15-AUPE)

(3) glass fleece white (GVN) with resin (classification report no. FIRES-CR-
086-15-AUPE, FIRES-CR-92-15-AUPE); Glass fleece white (GVN} with

(12) sillcate sprayed surface (one-sided) (classification report no. FIRES-CR-

CR-034-12-AUPE)

glue (PCS < 0,6 MJ/m?) (classification report no. FIRES-CR-021-15-AUPE) S%@ table 2

(13) sllicate sprayed surface {(double-sided) (classification report no. FIRES-

a) field of application for products with facing/coating and A1 classification,
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Forschungsinstitut fir Warmeschutz e.V. Miinchen
Notified body No. 0751

Table 1 — Line 1 standard building products (continued):

No. Product Classification
Name Description| Thickness | Reaction| Facing | Density . Loss of |Thickness
i Range | toFire | Range | Igniion | Range
Class i
| fmm] [kg/m?] | [mass%]| [mm]
50 IFKD C1 i Board 40-160 A1 (12} 30-155 | <3.5 any
51 [FKDC2 Board | 40-160 & A1 (13) | 30-155 | =35 any
52 |FKD S, EASY CFP 036 Board | 40-245 Al ) 30-155 | =3.5 any
53 |LSO-S Thermal, SMARTWaIS, | goarg | 40245 | At ) 30-155 | <35 | any
54 |FKD-S C1 Board 40245 | A1 (12) 30-155 | 35 any
55 |FKD-S C2 Board 40-245 A1 (13) 30-155 | =35 any
56 |SMARTwall S C1,FB S C1 Board | 40-245 Al (12) 30-155 | s3.5 any
57 |SMARTwall SC2,FBSC2 ..~ Board | 40-245 At (13) | 30-155 [ =35 any
58 |DDP B, FKD B il Board 20-40 A1 () | 30-155 | s35 any
5¢ (DDPB,FKDB - Board 50-245 A1 ) | 301155 | =35 any
60 |[DDP-K r | Board 20-30 At 4 ) | 36155 | s35 any
61 |DDP-K i Board 40-200 Al (). | 30155 | s35 any
62 !SMARTroof Base, SDP 035 Board 20-30 A ) 30-155 | =35 any
63 |SMARTrgof Base, SDP 035 Board | 40200 | Af () 30-155 | <35 | any
64 \DDP-N ) Board | 40-200 | /A1 ) 30-155 | <35 any
65 [DDP-RT = Board 30-40 A1 ) 30-155 | <35 any
66 |DDP-RT Board | 50-200 | |Af ) 30-155 | <35 any
67 |SMARTroof Thermal Board | 30-200 | A1 (Y 1 80-155 | <35 any
68 |DDP-U Y Board | 50-160 ‘A1 -} 30-155 | s3.5 any
68 |SMARTroof Norm Board | 40-160 Al ) 30-155 | <35 any
70 !DDP ] Board : 40-120 AT (). | 30185 | s35 any
71 [SMARTroof TOP, TERMOTOP | Board 40-120 Al ] 0 30-155 | <35 any
72 DF Board | 80-140 At |~ () 30-155 | <35 any
73 |PTN Board 20 At (3- | 30155 | <35 any
' 74 PTN - Board 25 A1 () | 30155 | <35 any
75 |PTN Board 30 At (-) 30-155 £35 any
| 76 |PTN Board 35-65 A1 ) 30-155 | =35 any
77 lpTE Board 20 A1 ) 30-155 | =35 any
| 78 |PTE | Board 25 A1 ) 30-155 | =35 any
[ 79 'PTE Board 30 At ) 30-155 | <35 any
| 80 |PTE | Board 35 A1 ) 30-155 | <35 any
{-) no facing/coating (classification report no. PK-13-050) (12) silicate sprayed surface (one-sided) (classification repert no. FIRES-CR-
(1) glass fleece black (GVB) with resin (classification report no. FIRES-CR- 034-12-AUPE)
088-15-AUPE); Glass fleece biack (GVB) with glue (PCS = 0,6 MJ/m?) (13) silicate sprayed surface (double-sided) (classification report no. FIRES-
(ctassification report no. FIRES-CR-090-15-AUPE) CR-034-12-AUPE)

S?B?!!Zﬁfgle:éei:wuggesfg;g)z‘?; _E;"E(;Ig?:.sm::g:geri’pﬁg?g\m?iis&cm a} field of application for products with facing/coating and A1 classification,
glue (PCS s 0,6 MJ/m?) (classification report no. FIRES-CR-091-15-AUPE) S8 table 2
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Forschungsinstitut fiir Warmeschutz e.V. Miinchen
Notified body No. 0751

Table 1 — Line 1 standard building products (continued):

|

No. | Product Classification
Name IDescription Thickness ; Reaction| Facing Density [ Loss of |Thickness
! Range | toFire Range | Igniton | Range
Class

[mm] [kg/m?] ! [mass%]| [mm}]
81 IPTE Board 45 A1 (-) 30-155 | <35 | any
82 |PTE Board 55-70 | A1 (v lap1s5 | <35 any
83 :PTS, EASY FLB 039 Board 20 A1 (} | 30-155 | <35 any
84 |PTS, EASY FLB 03¢ Board 25 A1 ) 30-155 | <35 any
85 |PTS, EASY FLB 039 Board 30 A1 ) 30-155 | =35 | any
86 |PTS, EASY FLB 039 Board 40 At ) 30-155 | <35 any
87 |PTS, EASY FLB 039 Board 50-70 A1 ) 30-155 | 35 | any
88 PTS, EASY FLB 039 Board 80 A1 () 30-155 | =35 any
89 [TP . -Board 20 A1 ) 30-155- | -5 3.5 any
90 (TP Board 25 A1 ().~ | 80155 | <35 any
91 [P — Board 30 At 0 30-155 | s35 | any
g2 TP r “Board 35-65 A “) 30155 | 235 | any
93 |TPS Board 20 A< () - ] 30-155 [ <35 any
g4 |TPS l Board 23-30 Ad =) 30-155 | 535 any
95 |TPS /o Board 35 Al -) 30-155 | <35 any
96 ITPS Board | 40-45 | /A1 () | 30155 | s35 | any
97 |[TPs - Board 50 A1 () 30-155 | <35 | any
98 |TPS Board 55-70 P A1 () 30-155 | =3.5 any
99 |TPE Board 15 ‘A | ) |-0185 | <35 | any
100 [TPE Board 20 ‘A1 -} 30-155 | 3.5 any
101 [TPE Board 25 A1 ¢ 30-155 | <35 any
102 |TPE Board 30 Al ) 30-155 | 3.5 any
103 ITPE h Board 35-50 At ~| () | 30155 | <35 any
104 |TPE q " "Board 60-80 Al [ (@) 30-155 | £35 any
105 [Core 037 ‘ Board | 40-144 Al | (-)or(3) [30-155%| <359 | any®

{-} no facing/coating {classification re

(1) glass fleece black (GVB) with resin (classification report no. FIRES-CR- 034-12-AUPE)
088-15-AUPE); Glass fleece biack (GVB) with glue (PCS < 0,6 MJ/m2)

port fio. PK-13-050)

(classification report no. FIRES-CR-080-15-AUPE)

(3) glass fleece white (GVN) with resin {classification report no. FIRES-CR-
088-15-AUPE, FIRES-CR-92-15-AUPE); Glass fieece white (GVN) with
giue (PCS = 0,6 MJ/m?) (classification report no. FIRES-CR-081-156-AUPE)

{12} silicate spra

CR-034-12-AUPE)

ved surface (oné-slded)_(glgssnﬁcauon report no. FIRES-GR-

{13} silicate sprayed surface (double-sided) {classification report no. FIRES-

a) field of application for preducts with facing/coating and A1 classification,
see table 2
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Forschungsinstitut fiir Warmeschutz e.V. Miinchen
Notified body No. 0751

Table 2: Field of application for products with facing/coating and A1 classification

Denslty Range | Loss of lgnltion Thickness
Facing/coating Range
fkg/im?] [mass%] [mm] !

(1) glass fleece black (GVB) with resin
(classification report no. FIRES-CR-088-15-AUPE) il =38 | _se
(1) glass fleece black (GVB) with giue (PCS<06MJm? | 3085 3.0 20-120
(classification report no. FIRES-CR-090-15-AUPE) 110-130 <20 20-120
(3) glass fleece white (GVN) with resin
(classification report no. FIRES-CR-088-15-AUPE) | R el | F150
(3) glass fleece white (GVN) with giue (PCS = 0,6 MJ/m?) !
{classification repart no. FIRES-CR-091-15-AUPE) 65-85 £35 S
{12} silicate sprayed surface {one-sided) _
(classification report no. FIRES-CR-034-12-AUPE) SEI5S s3.5 any |
{13) silicate sprayed surface (double-sided) ] !
(classification repart no. FIRES-CR-034-12-AUPE) i S5 ; any

Gréfelfing, 28 Febfuary 2017 AFH) Wolfgang Albrecht

of Certification Body
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Forschungsinstitut fiir Wirmeschutz e.V. Miinchen
Notified body No.0751

ANNEX TO CERTIFICATE OF
CONSTANCY OF PERFORMANCE

No.: 0751-CPR-146.0-01 Annex A Line 2

Factory: Knauf Insulation s.r.o., 986 01 Nova Bana, Slovakia

Construction product(s): Factory made mineral wool products (MW) according
EN 13162:2012 + A1:2015 with conventional binder

Intended use: Thermal insulation products for buildings

Level(s) or class{es)
Reaction to fire: for uses subject to regulations of reaction to fire A1, A2, B, C.
Products for which a clearly identifiable stage in the production process

results in the reaction to fire classification

Attestation of conforn]ity“s'&;iemi 1

Table 1: Description"é;f thé pro.ductg_; Line 2 standard building prodycté -

' No. Product Classification
; / ‘
# Name Description| Thickness |Reactionto Facing Density | Loss of | Thickness
B b [ Range | Fire Clgss Range : Ignition | Range
{mm] ] [kg/m’] [mm]
: / [mass%]
1 |TPE - Board 15 Al (-) 85200 | $3.5 any
2 |TPE | Board 20 Aty ) | 85200 | 35 any
3 [TPE - Board 25-30 IXE () 85200 | <3.5 any
4 [TPE - Board 35-50 A1 ) 85200 ; <3.5 any
5 [TPE X Board 60-80 A1 ¢} 85-200 | <35 any
6 |PTP . Board 50-220 Al () | 85-200 | =35 any
7 PTPLP " Board | 20 Al () 85200 | =35 any
8 |PTP-LP . Board 30-40 Al O 85200 | <35 any
g |SDP | Board | 40-200 At () 7185200 | <35 any
10 (DP-12 Board | 30-140 A1 (-)or (1)(3) [85-200%]| <352 | any®
11 |BS-12 Board | 30-140 A1 (-)or(1)(3) 852004 | <359 [ anya
12 'BS-13 Board 50-160 A1 (-)or(1),(3) ;852009 | s35% | any®
13 |DP-13 Board | 60-120 A1 (-)or (1){3) [85-2009! <353 | any®
14 |DP-14 Board | 20-120 A1 (-yor{1)(3) |85-200%| 352 | any®
15 iDP-15 Board | 20-140 A1 (-yor(1)(3) ;85-200| <352 | any®
16 |FKD Board | 50-200 A1 () | 85200 | <35 any
17 IFKD C1 Board | 50-200 A1 (12) 85200 | <3.5 any
18 |FKD C2 | Board | 50-200 A1 (13) 85200 | =35 any

{-) no facing/coating (classification report no. PK-13-050)

(1) glass fleece black (GVB) with resin (classification report no. FIRES-CR- 034-12-AUPE)

088-15-AUPE); Glass fleece black (GVB) with glue (PCS = 0,68 MJ/m?)
(classification repert no. FIRES-CR-080-15-AUPE)

(3) glass fleece white (GVN) with resin {classification report no. FIRES-CR-

088-15-AUPE, FIRES-CR-92-15-AUPE); Glass fleece white {(GVN) with

plue (PCS < 0,6 MJ/m?) (classification report no. FIRES-CR-091-15-AUPE)

(12) silicate sprayed surface {one-sided) {classification report no. FIRES-CR-

{13) silicate sprayed surface (double-sided) (classification report no. FIRES-
CR-034-12-AUPE)

see table 2

a) field of application for products with facing/ceating and A1 classification,

A publication of extracts or & referring 1o the Cerfificate of Constancy of Performance and its annex requires the prior writien approval of FIW
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Forschungsinstitut flir Warmeschutz e.V. Miinchen
Notified body No. 0751

Table 1 — Line 2 standard building products (continued):

No. Product Classlfication |
Name Description| Thickness |Reaction to| Facing |Density |Loss of Ignition| Thickness
i Range Fire Class | Range Range
! [mm] [kg/m?] [mass%] [mm]
19 |FKD S, EASY CFP 036 Board | 40-245 A1 (-} |85-200 35 any
20 (P o SMARTWRI  goary  40-245 A1 () |85200| <35 any
21 |FDK-S C1 Board 40-245 A1 (12) |85-200 <35 any
22 {FKD-S C2 Board 40-245 A1 (13} | 85-200 <35 any
23 {SMARTwall S Ct, FB S C1 Board : 40-245 A1 {12) |85-200 <35 any
24 !SMARTwallSC2,FBSC2 | Board 40-245 A1 (13) |85-200 <35 any
25 {FKL Lamella 20-30 At () |85200] =35 any
26 |FKL Lamella | 40-30C A1 () |85-200 <35 any
27 IFKL C1 A -lamella | 20-30 A1 (12) |85-2001" =35 any
28 IFKL C1 Lamefla | - 40-300 A1 (12) .-{85-200 £35 any
29 |FKL C2 r Lamella. | 20-30 A1 (13) |85-200] =35 any
30 {FKL C2 y | Lamelta 40-300 A1 17(13) |85-200 35 any
31 [cL,CLT 7 .| Lamella 20-30 Al /1 () |85200 <35 any
32 [CL,CLT /- : Lamella 40-300 At/ (-) |85-200 3.5 any
33 |CLC1,CLTC1 Lamella 20-30 AY (12) |85-200 <35 any
34 |[cLC1,CLTCT - Lamella 40-300 Al (12) 85200 - - <35 any
35 [CLC2,ELTC2 - Lamella 20-30 At (13) |85-200 <35 any
36 |CLC2,CLTC2 - Lamella 40-300 Al (13) |85-200 <35 any
37 [DDPB.FKDB Board 20-40 Al () |85200] =35 any
38 DDPB,FKDB - Board 50-160 Al | (> [ss5-200 <35 any
39 {DDPK \ Board 70-200 Al (-} |85-200 <35 any
40 |SMARTroof Base, SDP 035 | Board 70-200 Al | () 85-200 <35 any
41 DDP-N T " Board | 40-200 A1 ~ () |85-200 <35 any
42 |DDP-RT T Board | 3040 A1 (3 |85-200 <35 any
43 |DDP-RT .| Board 50-200 Al () 185:200 <35 any
44 |SMARTroof Thermal " Board - | 30-200 At () {85200 <35 any
45 |DDP-U Board 50-200 A1 () |85-200 <35 any
48 |SMARTroof Norm Board | 40-200 A1l (-} |85-200 £35 any
47 |DDP Board | 60-180 Al () |85-200 <35 any
48 | iroof TOP, Board | 60-180 A1 ) |85200| <35 any
49 |DDP-X Board 60-160 At (-) |85-200! s35 any
50 |DDP Plus Board 40-100 A1 (-) 85-200 =35 any
51 [PVT Board 20-50 A1 (-} 185-200 $35 any
52 PVT Board 60-120 A1 () |85-200 <35 any
{-) no facing/coating (classification report nc. PK-13-050) (12) sillcate sprayed surface {one-sided) (classification report no. FIRES-CR-
{1) giass fleece black (GVB) with resin (classification report no. FIRES-CR- 034-12-AUPE)
088-15-AUPE); Glass fleece black (GVB) with glue (PCS < 0,6 MJ/m?) (13} silicate sprayed surface {(double-sided) {classification report no. FIRES-
(classification report no. FIRES-CR-090-15-AUPE) CR-034-12-AUPE)

g)gﬂass_;gﬁaszge':\v"h‘lztesfgggz\:ﬂ; _E;"E(; Ig?:g': ﬁzggere::itt r;g\;l{l)?&Sﬂ-]CR— a) field of application for products with facing/coating and A1 classification,
glue (PCS s 0,6 MJ/m?) (classification report no. FIRES-CR-091-15-AUPE) 8@ fable 2
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Forschungsinstitut fiir Warmeschutz e.V. Miinchen
Notified body No. 0751

Table 1 — Line 2 standard building products (continued):

No. Product Classification
Name Description| Thickness |Reaction to; Facing | Density |Loss of Ignition| Thickness
Range Fire Class Range Range
[mm] [kg/m?] [mass%] [mm]
53 |Termotolt RT Board 30-40 At (-) |85-200 =3.5 any
84 |Termotoit RT Board 50-160 A1 {-} |85-200 535 any
{-) no facing/coating (classification report no. PK-13-050) (12) silicate sprayed surface (one-sided) (classification report no. FIRES-CR-

(1) glass fleece black (GVB) with resin (classification report no. FIRES-CR- 034-12-AUPE)

088-15-AUPE); Glass fleece black (GVB) with glue (PCS s 0,6 MJ/im?) (13) silicate sprayed surface {double-sided) (classification report no. FIRES-
(classification report no. FIRES-CR-090-15-AUPE) CR-034-12-AUPE)

0 i V| | i (| . -CR- . , . . "
838)8:a;_i?}?geggE%fSRFQ)Z?;'g‘_;eung(;_:lgT:g;c::::eremgTOG\::‘?EﬁhCR a) fieid of application for products with facing/coating and A1 classification,

glue (PCS < 0,6 MJ/m?) (classification report no, FIRES-CR-091-15-AUPE) S¢€ table 2

Table 2: Notes regarding different facings restrictions class A1

il r | Density Range Loss of-iﬁflitloﬁ T Thickness Range
Facif§ l ) _
s : [kg/m?] A [mass %] [mm]
v |
(-} uncoated product - y CT 85-200 | £35 B any
(1) glass fleece black (GVB) with glue (PCS = 0,6 MJ/n?) v il I
classification repgrt no. FIRES-CR-090-15-AUPE) | 110130 el 20120
(3) glass fleece white (GVN) with glue (PCS < 0,6 MJ/m?) /
(classification réport no_ FIRES-CR-091-15-AUPE) Hog et i
{12) silicate sprayed surface (one side) .
_ (classification feport no. FIRES-CR-034-12-AUPE) 83200 e e any

(13) silicate sprayed surface (both sides) ‘
(classification report no_ FIRES-CR-034-12-AUPE) 85-200 =35, a

Gréfelfing, 28 February 2017
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